
PREFABRICATED ROOF CURB

WITH LINER (18 GA. MIN. GALV.

SHEET METAL W/ CONTINUOUS

WELDED CORNERS)

TREATED WOOD NAILER ~ ALL

AROUND (FURNISHED W/ CURB)

GALVANIZED

TERMINATION

BAR (CONT.)

RIGID FIBERGLASS

INSULATION

INTEGRAL CANT ~

UNLESS TAPERED

INSULATION IS USED

METAL ROOF DECK

FASTEN TO DECK W/

2 ~ FASTENERS PER

SIDE (MIN.)

RIGID INSULATION

ROOF MEMBRANE

(TERMINATE AT TOP

OF CANT)

UNREINFORCED HYPALON

(.045’’) ~ SET IN SHEETING

BOND ~ HEAT WELD ALL SEAMS

ROOFING MASTIC MUST BE COMPATABLE WITH EITHER COAL TAR OR ASPHALT

AS APPLICABLE.

2.

1.

NOTES:

ONE PLY FIBERGLASS

SCRIM ~ SET IN ROOFING

MASTIC ~ ALL AROUND

(4’’ W. MIN.)

FOR EXISTING ROOFS,  SCRAPE BACK ALL LOOSE ROOFING GRAVEL AND CLEAN OFF

ALL DUST ON MEMBRANE WHERE NEW FLASHING WILL BE INSTALLED.
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